Industrial Electronic Devices, Inc. industrial LCD monitor Model FPM-154T (Touch Screen)


General Specification:


15.1” High Bright Multi Frequency LCD


2.5” Nominal Installed Depth


Viewing angle 55/60 Deg / 70/70 Deg (Up / Dn - Lf / Rt)


16 Million Colors


8 Bits per color


450 Nits Brightness


300:1 Contrast Ratio


Auto Adjusting in all video ranges. [On Power Up]


VGA [640 x 480], SVGA [800 x 600], XGA [1024 x 768]


Analog RGB input (CRT type)


Panel Mount 


Fully gasketed NEMA 4/12 construction


.250” Machined Aluminum bezel


16ga. Stainless Steel Chassis


Recessed Cable exit for 0.00” cable clearance


Flip Down rear cover for easy service


Integral Fan and Filter


Rear mounted screen controls to avoid tampering.


DPST Switch w/ Externally Accessible Fuses


Corcom Low Pass AC Filter 


120/240 VAC 50/60 Hz Power Supply


6 Foot cables


Touch Screen:


High Resolution (400ppi) Analog resistive touch screen


Antiglare finish (Polished finish available)


RS-232 Touch screen to PC Interface (Bus versions available)


Mouse Emulation (Click, Double Click, Click and Drag, Right Click)


Win9x, Windows NT, Win2K, WinXP Drives supplied


6 Foot cables


Completely tested and burned in.





*************************************************************************


Industrial Electronic Devices, Inc. industrial LCD monitor Model FPM-154 (Non Touch)


General Specification:


15.1” High Bright Multi Frequency LCD


2.5” Nominal Installed Depth


Viewing angle 55/60 Deg / 70/70 Deg (Up / Dn - Lf / Rt)


16 Million Colors


8 Bits per color


450+ Nits Brightness


300:1 Contrast Ratio


Auto Adjusting in all video ranges. [On Power Up]


VGA [640 x 480], SVGA [800 x 600], XGA [1024 x 768]


Analog RGB input (CRT type)


Panel Mount 


Fully gasketed NEMA 4/12 construction


.250” Machined Aluminum bezel


16ga. Stainless Steel Chassis


Recessed Cable exit for 0.00” cable clearance


Flip Down rear cover for easy service


Integral Fan and Filter


Rear mounted screen controls to avoid tampering.


DPST Switch w/ Externally Accessible Fuses


Corcom Low Pass AC Filter 


120/240 VAC 50/60 Hz Power Supply


6 Foot cables





Impact Window:


.117 Optically Correct Anti Glare


Hard Coat finish for scratch resistance


Completely tested and burned in.





