Industrial Electronic Devices, Inc. industrial LCD monitor Model FPM-64T (Touch Screen)


General Specification:


6.4” High Bright LCD (300 nit)


High Contrast Ratio 100:1


Wide Viewing Angle 70/70 (L/R) 40/70 (U/D) [See Note 1]


Digital screen setup with On Screen Menu.


Internal side mounted screen controls to avoid tampering


VGA [640 x 480]


Analog RGB input (CRT type)


Panel Mount 


Fully gasketed NEMA 4/12 construction


.250” Machined Aluminum bezel


Textured Black powder cost bezel finish


16ga. Stainless Steel Chassis


Side Exit Cabling for reduced cable clearance 


Flip Down rear cover for easy service


6 Foot cables


12 VDC with external power  supply (Included)


Touch Screen:


High Resolution (400ppi) Analog resistive touch screen


Antiglare finish (Polished finish available)


Over size touch screen for easy MS Windows “Start” and “Close” functions


RS-232 Touch screen to PC Interface (Bus versions available)


Mouse Emulation (Click, Double Click, Click and Drag, Right Click)


DOS, Windows, Windows NT Drives supplied


6 Foot cables





Note:


1. Screen can be set to reverse scan to exchange viewing angel to 70/40 (U/D)





Completely tested and burned in.





*************************************************************************


Industrial Electronic Devices, Inc. industrial LCD monitor Model FPM-64 (Non Touch)


General Specification:


6.4” High Bright LCD (300 nit)


High Contrast Ratio 100:1


Wide Viewing Angle 70/70 (L/R) 40/70 (U/D) [See Note 1]


Digital screen setup with On Screen Menu.


Internal side mounted screen controls to avoid tampering


VGA [640 x 480]


Analog RGB input (CRT type)


Panel Mount 


Fully gasketed NEMA 4/12 construction


.250” Machined Aluminum bezel


Textured Black powder cost bezel f
